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Position/pozicija:
1 Fire damper /Ugunsdrošais vārsts

2 Gypsum plate/ ģipša plāksne

3 Mineral wool (type depending on the type of construction) Minerāla vate, atkarībā no sienas konstrukcijas tipa

4 Mortar or gypsum/ java vai ģipsis

5 Duct/ Gaisavads

≤ 75

Installation opening has to
be reinforced by steel U-
profile. Profile is fixed by
screws ≥3,5 mm with corre-
sponding length. Distance
between screws ≤200 mm.

Position/pozicija:
1 Fire damper/ugunsdrošais vārsts

2 Gypsum plate/ģipša plāksne

3 Mineral wool (type depending on the type of construction)/min. vate, tips atkaribā no sienas konstrukcijas

4 Stuffing box (mineral stone wool min. density 140 kg/m³)/atvēruma aizpildīšanas materiāls (min. akmens vate bivums 140 kg/m3

5 Fire protection mastic min. thickness 1 mm

Used materials - example    Izmantoti materiāli- piemēri
4 Promapyr, Rockwool Steprock HD, Hilti CFS-CT B 1S 140/50
5 Promastop - P, K, Hilti CFS-CT

≤ 75

≥ 20

Installation opening has to
be reinforced by steel U-
profile. Profile is fixed by
screws ≥3,5 mm with corre-
sponding length. Distance
between screws ≤200 mm.

5

≥ 100

≥ 100

      Uzstadīšana iekšejā sienā
      Java vai ģipsis

Uzstādīšanas atvere jāpastiprina ar tērauda 
U-profilu. Profils ir piestiprināts ar skrūvēm 
≥3,5 mm ar atbilstošu garumu. Attālums starp 
skrūvēm ≤200 mm.

Uzstādīšanas atvere jāpastiprina ar tērauda U-
profilu. Profils ir piestiprināts ar skrūvēm ≥3,5 
mm ar atbilstošu garumu. Attālums starp 
skrūvēm ≤200 mm.

Atvēruma aizpildīšanas materiāls 
un ugunsizturīga mastika


