Fiber Filtration AirCon BV

ABSOLUUTFILTER - POL

Minipleat-system / Large air flow rate

e

+ Solid absolute filters with a 292 mm built-in depth.

e Het micro-fibreglass filter medium is pleated
according to the minipleat system.

¢ This minipleat system offers a much larger filter area,
a longer utilization period and a higher air flow
rate than the standard folded absolute filter.

e The case is made out of galvanized steel or stainless steel.

[ Area of application J

This absolute filter (hepafilter) is used as a final filter in air handling units for critical applications, such as :

e Hospitals e Food industry

e Photographic industry e  Pharmaceutical industry
[ Product information ]

+ Dimensions: Standard see technical data

« Filter class: From class E11 up to H14 according to EN 1822 : 2009
¢ Frame: Galvanized steel

e Separators: Cotton thread — Hot melt gluing

*« Sealant Two components cold-moulded polyurethane

* Gasket One piece foamed polyurethane (Dutral)

« Filter paper: Microfibre glass paper

¢ Leakage test: Every filter is delivered with an individual testing certificate
« Packaging: Per piece

¢ On request: Filters with stainless steel frame (XZ or XW)
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\
Class Efficiency Dimensions Surface Nominal |Initial  Weight
EN 1822  Type MPPS wxhxd Air flowPressure drop |
Galvanized steel % mm m? mi/h Pa Kg
PZ02 AH 00 305 x 305 x 292 100 1000 750
PZ11 AH 00 305 x 610 x 292 21.0 2000 11.50
E11 PZ13 AH 00 =95 457 x 610 x 292 3.0 3000 140 16.50
PZ14 AH 00 610 x 610 x 292 420 4000 2050
PZ16 AH 00 610 x 762 x 292 520 5000 29.00
PW11 AH 00 288 x 593 x 292 200 1800 1050
E11 PW13 AH 00 =05 490 x 593 x 292 300 2700 140 15.00
PW14 AH 00 593 x 593 x 292 400 3600 19.50
PZ02 5T 00 305 x 305 x 292 100 1000 7.50
PZ11 5T 00 305 x 610 x 292 210 2000 11.50
H13 PZ13 5T 00 > 99,99 457 x 610 x 292 3.0 3000 250 16.50
PZ14 ST 00 610 x 610 x 292 420 4000 20.50
PE14 ST 00 610 x 610 x 292 38.0 3400
PZ16 5T 00 610 x 762 x 292 520 5000 29.00
PW11 ST 00 288 x 593 x 292 200 1800 1050
H13 PW13 ST 00 = 09999 490 x 593 x 292 300 2700 250 15.00
PW14 ST 00 593 x 593 x 292 400 3600 19.50
PZ02 SU 00 305 x 305 x 292 10.0 1000 7.50
PZ11 SU 00 305 x 610 x 292 210 2000 11.50
Hi4 PZ13 SU 00 = 099,099 457 x 610 x 292 3.0 3000 280 16.50
PZ14 SU 00 610 x 610 x 292 420 4000 20.50
PZ16 SU 00 610 x 762 x 292 520 5000 29.00
PW11 SU 00 288 x 593 x 292 200 1800 1050
H14 PW13 SU 00 = 99,999 490 x 593 x 292 300 2700 280 15.00
PW14 SU D0 593 x 593 x 292 400 3600 19.50

+ Recommended final pressure drop: < 600 Pa

»  Maximum final pressure drop: < 1000 Pa
» Temperature resistance miax. 80 °C
«  Maximum relative humidity: Galvanized steel = max. 100%
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